


There is no disruption to production 
while GLS Coatings apply your new 

seamless roof coating.

GLS Seamless Roof Coatings

C O A T I N G S

At GLS Coatings - we know roofs:  how to fix them when 
they leak, how to make them safe when they are dangerous 
- and how to keep your business going WHILE we are 
fixing them!

Our experienced Technicians have worked on roofs throughout 

the UK - from simple felt roofs to complex 200,000 metre 

warehouse roofs - we have tackled them all.

Asbestos...? No problem and we can even point you to Land 

Remediation Grants, which means that for every pound you 

spend you will receive tax relief on £1.50.

So what’s so special about our Roof Coatings?

1.   There are NO JOINS IN THEM!  Yes, because they are 

 spray-applied, they are seamless, which means there are no  

 seams to leak.
 
2.  They dry IMMEDIATELY, so there is no disruption to you or  

 your business.

3.  Our Specialist Roofing Coatings MOVE WITH YOUR ROOF!   

 All buildings move  as they are subjected to the British  

 Weather.  And our roof coatings expand and contract WITH  

 the roof - ensuring they don’t crack or tear.  No other  

 coating does this.

3.  GLS Coatings’ Specialist seamless roof coatings will   

 significantly extend the lifespan of the roof without the  

 expense of a complete re-roof.  

4.  Our work carries a manufacturer’s warranty of up to 25  

 years, to give you complete peace of mind.

Our industrial roof coatings are used 
extensively to seal and prevent roof leaks 

in industrial and commercial buildings.  

GLS Coatings’ Roofing Systems can be applied 

over most common roof 

surfaces including concrete, tiles, bitumen, 

asbestos sheeting, hardwood and 

plywood boards.



GLS Coatings’ specialist roof coatings are seamless, maintenance 
free and fast drying (10 seconds), which will INSTANTLY seal 
and protect all exterior roof areas.  

Our industrial roof coating provides a totally weather resistant 

surface which will withstand extreme temperatures.  AND it can be 

applied in all temperatures, from -50°C to 120°C.

GLS Specialist Roofing Coating is also an excellent solution 

for waterproofing leaky metal roofing. Because our Coating expands 

and contracts, it will easily absorb the natural expansion and 

contraction cycles of the metal roof without tearing or fracturing. 

This is critical for a long and successful service life.

The speed of application available with the GLS roof coating ensures 

that the roof is coated and back in service far quicker, with less 

disruption than conventional roof applications.  Faster return to 

service keeps costs to a minimum and saves you money.

Our Technicians operate from mobile coating units, complete with 

top of the range coating machines, compressors and generators. 

 As with any coating, surface preparation is everything – whether 

they are coating steel, concrete or timber, our technicians will 

ensure the substrate is correctly prepared to receive GLS’ specialist 

roofing coatings.

Our industrial roof coatings are used extensively to seal and 

prevent flat roof leaks in industrial and commercial buildings.

GLS Coatings’ Specialist Roofing 
System is applied by our own 
accredited roofing Technicians 
and has the following benefits:

Long Lasting – up to 30 years

Quick to Apply

Touch Dry in Seconds

Seamless

Eco-friendly

Anti-slip

300% Elongation



A revolutionary system which offers asbestos encapsulation, 
structural stabilisation, waterproofing and can also increase 
thermal efficiency for your roof.

Our system has been specifically developed for asbestos cement sheet roofs.  
These sheets were heavily used in the roofing industry for many years due to their 
high tensile strength, insulation and fire-retardant properties.  

It is estimated that tens of thousands of commercial properties still have asbestos 
cement sheet roofs.  This presents a problem, as asbestos is hazardous to health 
and must be handled in a very specific way. 

GLS Coatings’ spray-applied coating completely encapsulates the asbestos within a 
seamless, durable membrane which is touch-dry within 10 seconds of application.

Coating an asbestos roof in situ, eliminates the need to dispose of used asbestos, 
which is a costly and time-consuming process, subject to stringent control measures.

Control of Abestos Regulations 2012

The key thing is NOT to disturb the Asbestos roof in any way.  GLS Coatings’ 
Technicians know their stuff; they are UKAT Category B Accredited and know exactly 
how to carry out their work.  

This protects them, the Client and members of the public - so you can be safe in the 
knowledge that the work on your Asbestos roof is carried out in full compliance with 
the Control of Asbestos Regulations 2012.

BENEFITS AT A GLANCE
25-year market leading guarantee
Involves no disturbance to the asbestos - minimises risk
No need to dispose of removed asbestos - lowers the cost 
Spray applied solution  
- work completed quickly, with minimal disruption
No need for roof removal - little, if any, down-time
Reduces energy consumption
- can improve the thermal efficiency of the building

Stage 1   

Stage 2  

Stage 3 

ELIGIBLE FOR

LAND REMEDIATION
TAX RELIEF (LRR)

Asbestos Roof Encapsulation



Asbestos Encapsulation - 
You can get Tax Relief on the Cost 

What does the Uplift Mean for Me?
For every pound you spend you will receive relief on £1.50. 
There are no minimum spends and no maximum spends. 

CLAIMING BACK TAX RELIEF FOR 
ASBESTOS REMEDIATION WORK
If you are a commercial landlord or own a 
property in the UK, any remediation work on 
asbestos means that you can claim 150% of the 
cost as Tax Relief against your company’s profits. 

The Finance Act 2001 made this possible under the government’s 
Urban Regeneration Scheme. So, if asbestos removal costs 
£10,000 you can deduct from £15,000  your taxable income.

This also means that if your company made a loss, you could 
be eligible for a cash rebate. This concession only applies to 
UK registered companies. 

Spend With Uplift Tax saved  Tax saved  
  without with uplift
  uplift

£50,000 £75,000 £15,000 £22,500

£200,000 £300,000 £50,000 £75,000

£1,000,000 £1,500,000 £250,000 £375,000

Using low-powered hand-pumped sprays, we apply an 
environmentally-friendly biocide to the roof to kill all 
the moss and algae.

Once the moss and algae have been treated, our 
UKAT Category B Accredited Technicians, wearing full 
PPE, PICK OFF the moss by hand and place it in the 
legally compliant double-bagged and labelled Asbestos 
bags, which are tightly sealed.

Finally, our Hazardous Waste Contractors take the 
bagged moss and algae to an Approved Hazardous 
Waste Disposal Site.  

Stage 1   

Stage 2  

Stage 3 

This stabilising layer is spray-applied under high 
pressure and it fills any small voids or cracks, before 
expanding and setting to form a lightweight layer – 
sealing and stabilising the whole roof.

It also secures any loose or broken fixings, which are 
common on old asbestos roofs.

Finally, a technologically advanced waterproof barrier 
is applied over the structural stabilising layer. 

Using the latest chemical technology, this layer is 
spray-applied and forms a complete, seamless coating 
over the entire roof area.

- Cleaning the Asbestos Roof

-  Applying the Structural Stabilising   
 Layer to the Asbestos Roof

-  Applying Advanced Waterproofing  
 Layer to the Asbestos Roof

The THREE Stages to GLS 
Coatings’ Asbestos Roof 
Encapsulation System

Stage 1 >   Stage 2 >   Stage 3   



GLS 5x nominally yields 5x volumetric expansion with 
excellent adhesive characteristics.  It is a spray-applied 
coating which dries in under 30 seconds and protects 
roofing and other substrates from harsh environments.  

GLS 5x is a seamless membrane which bridges gaps and seals around 
openings and covers surface obstructions.  This durable elastic toughness 
is primarily used in demanding environments, such as industrial and 
commercial roofing, industrial structural surfaces, undercoating, sound 
protection, waterproofing and underwater containment. 

GLS 5x is ideal for repairing and sealing leaky industrial flat roofs and 
can be used over a variety of substrates, including roofing felt, EPDM, 
vinyl, concrete, wood or metal surfaces.  The finished result is a seamless, 
hardwearing membrane, which provides unrivalled protection, while 
looking good.

GLS 5x can be applied in -40 to 250oF environment.  It provides 
excellent thermal insulating capacity and water resistance and dries 
within 10-30 seconds under normal temperatures.

GLS Coatings’ accredited and experienced teams of technicians apply 
our GLS 5x Protective Coating, using our fully self-contained coating 
vehicles, complete with compressors and generators.  This enables us to 
carry out the work at any location, without the need for external power 
supplies. 

A Class 1 Fire retardant formulation has been designed to permit the 
use of this tough elastomeric skin in areas requiring safety demands.  
Architectural, building and construction industries are using GLS 5x, due 
to its insulation and sound-absorbing properties.

GLS 5x is resistant to abrasion, tearing and mechanical damage. And 
adds its own insulation properties.

GLS 5x is a tough protective coating 
which can expand up to 5 times its 
original thickness.  

GLS 5x is a seamless membrane 
which bridges gaps and seals 
around openings and covers 
surface obstructions. 



Our coating provides a highly effective waterproof system 
used to tank basements, under-street vaults, cellars and lower 
ground floor rooms such as basement and garden flats.

Waterproofing a basement or cellar is a specialist job. 

And at GLS Coatings Ltd we ARE the Specialists, when it comes to 
waterproofing your basement or cellar.

GLS Coatings provide One-Stop solution to your damp and mouldy 
basement.  After all, if our expert Technicians can stop a leaking railway 
tunnel in its tracks - we can end your problems with damp.

So how do we do it..?

First, using the very latest Resin Injection systems, we put a stop to your 
water ingress.

Next, we apply our Specialist Tanking System to the walls and fllors of the 
basement.

Our coating is stable, so relative humidity or residual moisture have little 
or no effect on adhesion or coating performance.  Our system is ideal for 
treating water ingress and damp problems in structures below ground.  

Because our seamless lining has elongation properties of more than 300%, 
it ‘moves’ with the ‘ structure.  It is essentially a seamless ‘bag within the 
bund’, firmly attached to the property’s walls, keeping water and damp at 
bay for decades.

Waterproofing and Tanking

Stage 1
A Specialist Resin Injection 
System is applied directly to stop 
the water ingress. 

Stage 2
GLS Seamless Protective coating 
is applied to the walls and floor.

Stage 3
Finally, insulation and plaster-
boarding is added to provide a 
warm and cosy space within 
your home.
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Turn a damp, cold space 
into a dry habitable space






